
ALPHA

siemens.com/lowvoltage

Distribution systems
NF Technology

Catalog 
LV 51

Edition 
2017

© Siemens AG 2017

















http://w3.siemens.com/powerdistribution/global/DE/lv/Seiten/niederspannungs-energieverteilung-und-elektroinstallationstechnik.aspx#
http://www.siemens.de/lowvoltage




www.siemens.com/lowvoltage/product-support




http://www.siemens.com/product?8GB1371-0
http://www.siemens.com/product?8GB1371-1
http://www.siemens.com/product?8GB1371-2
http://www.siemens.com/product?8GB1371-3
http://www.siemens.com/product?8GB1372-2
http://www.siemens.com/product?8GB1372-3
http://www.siemens.com/product?8GB1373-3
http://www.siemens.com/product?8GB1374-3


http://www.siemens.com/product?8GB2051-0
http://www.siemens.com/product?8GB2051-1
http://www.siemens.com/product?8GB2052-0
http://www.siemens.com/product?8GB2052-1
http://www.siemens.com/product?8GB2052-2
http://www.siemens.com/product?8GB2053-0
http://www.siemens.com/product?8GB2053-1
http://www.siemens.com/product?8GB2054-0
http://www.siemens.com/product?8GB2054-1
http://www.siemens.com/product?8GB2055-0
http://www.siemens.com/product?8GB4671






www.siemens.com/lowvoltage/product-support




http://www.siemens.com/product?8GK2042-0KL21
http://www.siemens.com/product?8GK2042-1KL21
http://www.siemens.com/product?8GK2042-2KL21
http://www.siemens.com/product?8GK2042-3KL21
http://www.siemens.com/product?8GK2042-4KL21
http://www.siemens.com/product?8GK2042-0KM21
http://www.siemens.com/product?8GK2042-1KM21
http://www.siemens.com/product?8GK2042-2KM21
http://www.siemens.com/product?8GK2042-3KM21
http://www.siemens.com/product?8GK2042-4KM21


http://www.siemens.com/product?8GK2043-0KL21
http://www.siemens.com/product?8GK2043-1KL21
http://www.siemens.com/product?8GK2043-2KL21
http://www.siemens.com/product?8GK2043-3KL21
http://www.siemens.com/product?8GK2043-4KL21
http://www.siemens.com/product?8GK2043-0KM21
http://www.siemens.com/product?8GK2043-1KM21
http://www.siemens.com/product?8GK2043-2KM21
http://www.siemens.com/product?8GK2043-3KM21
http://www.siemens.com/product?8GK2043-4KM21


2/5Siemens LV 51 · 2017
Minimum order quantity (PS) or a multiple thereof can be ordered.

ALPHA 125 UNIVERSAL Distribution Boards

Front covers and accessories

2
� Overview                   

• Front covers with quick-lock screws and integrated grounding 
connection

� Selection and ordering data

8GK9622-2KK20 8GK9608-1KK20

Dimensions SD Nontransparent covers PS SD Covers for modular 
installation devices

PS

Height Width Article No.
www.siemens.com/
product?Article No.

Article No.
www.siemens.com/
product?Article No.

mm mm d d

50 600 8GK9620-1KK20 4 units --

100 600 8GK9621-1KK20 4 units --

150 600 8GK9622-1KK20 4 units 8GK9608-1KK22 4 units

200 600 8GK9623-1KK20 1 unit 8GK9608-1KK20 1 unit

300 600 -- 8GK9608-2KK22 4 units

400 600 8GK9622-2KK20 1 unit 8GK9608-2KK20 1 unit

450 600 -- 8GK9608-3KK22 1 unit

600 600 8GK9622-4KK20 1 unit 8GK9608-4KK20 1 unit

800 600 8GK9622-5KK20 1 unit --

Version SD Article No.
www.siemens.com/
product?Article No.

PS

d

Individual components

8GK9920-0KK11

Standard mounting rail for modular installation devices

Width 600 mm 8GK9920-0KK11 1 unit

8GK9920-0KK20

Holder for cable duct

Width 600 mm 8GK9920-0KK20 1 unit

8GK9920-0KK10

Grounding bar, PE

Width 600 mm (20 × 5 mm2) 8GK9920-0KK10 1 set

8GK9120-0KK11

Hinge for covers

Required for hinged covers 8GK9120-0KK11 10 units

© Siemens AG 2017
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Front covers and accessories

ALPHA 125 UNIVERSAL Distribution Boards

2 Locking system

8GK9560-0KK04

Rotary handle 8GK9560-0KK04 1 unit

Plastic, black

8GK9560-0KK06

Rotary handle for profile semicylinders 8GK9560-0KK06 1 unit

For 40 mm profile semicylinders

Rotary handle 8GK9560-0KK13 1 unit

Lockable, incl. E012 lock

8GK9560-0KK07

E012 profile semicylinder 8GK9560-0KK07 1 unit

8GK9560 insert and key

Version SD Article No.
www.siemens.com/
product?Article No.

PS

d
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ALPHA 630 UNIVERSAL Distribution Boards

Introduction

3

� Technical specifications

Cabinet dimensions 

Rated operational voltage, approx. V 690 

Rated insulation voltage Ui approx. V 690

Rated impulse withstand voltage Uimp kV 6

Rated current In A Up to 630 

Rated short-time current Icw kA 25, conduction interval of 1 s

Maximum permissible rated peak withstand current 
Ipk in kA

kA Up to 53 

Safety class I

Degree of protection acc. to CEI EN 60 529 IP30 (without door) – IP43 (flat pack) – IP55 (unequipped distribution board)

Spacing between standard mounting rails mm 150/200

Pollution degree 3

Ambient temperature  °C -5 ... +35

Enclosures Sheet steel

Surface Electrogalvanized and powder-coated

Color RAL 7035 light gray, further colors available on request

Lock 2-point locking with double-bit lock. Also available with other locking systems if required

Standards IEC/EN 61439-1, IEC/EN 61439-1/-2

Overvoltage category III

Internal dimensions in mm Module

(1 = 200 mm)

Depth 

IP30 without door IP43 with door Height Width

ALPHA 630 UNIVERSAL flat pack delivery
Wall-mounted 
distribution boards

In 630 A

400 600 2 250
600 600 3 250
800 600 4 250

1000 600 5 250
1200 600 6 250
1200 600 + 250 5 250

1200 600 + 250 6 250
1000 900 5 250
1200 900 6 250

Floor-mounted 
distribution boards

In 630 A

1600 600 8 250
1800 600 9 250
2000 600 10 250

1600 600 + 250 8 250
1800 600 + 250 9 250
2000 600 + 250 10 250

1600 900 8 250
1800 900 9 250
2000 900 10 250

1600 300 8 250
1800 300 9 250
2000 300 10 250

ALPHA 630 UNIVERSAL unequipped distribution boards
Wall-mounted 
distribution boards

In 630 A

600 600 3 250
800 600 4 250
1000 600 5 250
1200 600 6 250

1000 600 + 250 5 250
1200 600 + 250 6 250

1000 900 5 250
1200 900 6 250

Floor-mounted 
distribution boards

In 630 A

1600 600 8 250
1800 600 9 250
2000 600 10 250

1600 600 + 250 8 250
1800 600 + 250 9 250
2000 600 + 250 10 250
1600 900 8 250

1800 900 9 250
2000 900 10 250

1600 300 8 250
1800 300 9 250
2000 300 10 250

© Siemens AG 2017
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ALPHA 630 UNIVERSAL Distribution Boards

Unequipped distribution boards, flat pack delivery

3

Floor-mounted distribution boards, flat pack delivery, IP30 and IP43

1) For distribution boards of width 900 with double door and vertical profile bar. 
2) To implement side panels with ventilation, please order ventilation grille, Article No. 8GK9120-0KK30 (4 units).
3) Additional base (can be mounted on existing base).
10

Width 300, 600, 
900 mm
with integrated 
base

Version Distribution 
boards, 
flat pack 
delivery

Steel-sheet door Steel-sheet 
door1) 

width 250 mm, 
for cabling 
compartment

Transparent 
door

Transparent 
door,
Giugiaro design

Double door 
(steel-sheet), 
width 
600 + 250 mm1)

Double door 
(transparent 
door + steel-
sheet door), 
width 
600 + 250 mm1) 

Height × width × 
depth

Degree 
of pro-
tection

mm IP Article No. Article No. Article No. Article No. Article No. Article No. Article No.

300 × 1600 × 250 30/43 8GK2300-5KL13 8GK9515-8KK10 -- 8GK9505-8KK11 -- -- --
300 × 1800 × 250 30/43 8GK2300-6KL13 8GK9515-8KK11 -- 8GK9505-8KK12 -- -- --
300 × 2000 × 250 30/43 8GK2300-7KL13 8GK9515-8KK12 -- 8GK9505-8KK10 -- -- --
600 × 1600 × 250 30/43 8GK2300-5KL23 8GK9515-8KK20 -- 8GK9505-8KK20 8GK9507-8KK20 -- --

600 × 1800 × 250 30/43 8GK2300-6KL23 8GK9515-8KK21 -- 8GK9505-8KK21 8GK9507-8KK21 -- --
600 × 2000 × 250 30/43 8GK2300-7KL23 8GK9515-8KK22 -- 8GK9505-8KK22 8GK9507-8KK22 -- --
900 × 1600 × 250 30/43 8GK2300-5KL43 8GK9515-8KK30 8GK9515-8KK40 8GK9505-8KK30 8GK9507-8KK30 8GK9515-8KK20 

+
8GK9515-8KK40

8GK9505-8KK20 
+
8GK9515-8KK40

900 × 1800 × 250 30/43 8GK2300-6KL43 8GK9515-8KK31 8GK9515-8KK41 8GK9505-8KK31 8GK9507-8KK31 8GK9515-8KK21 
+ 
8GK9515-8KK41 

8GK9505-8KK21 
+ 
8GK9515-8KK41 

900 × 2000 × 250 30/43 8GK2300-7KL43 8GK9515-8KK32 8GK9515-8KK42 8GK9505-8KK32 8GK9507-8KK32 8GK9515-8KK22 
+
8GK9515-8KK42 

8GK9505-8KK22 
+
8GK9515-8KK42 

Version Double door 
(transparent door 
in Giugiaro design 
+ steel-sheet door), 
width 
600 + 250 mm1) 

Side panels, 
RAL 7035 
(pair)2)

Vertical profile 
bar for cabling 
compartment

Cover for 
cabling 
compartment, 
width 250/300 mm

Base, 
color: blue green
height 100 mm

Cover 
for cable entry and 
cable duct

Height × width × 
depth

Degree 
of pro-
tection

mm IP Article No. Article No. Article No. Article No. Article No. Article No.

300 × 1600 × 250 30/43 -- 8GK9120-8KK00 -- 2 × 8GK9607-5KK10 8GK9906-0KK133) 8GK9920-0KK40
300 × 1800 × 250 30/43 -- 8GK9120-8KK01 -- 8GK9607-5KK10 + 

8GK9607-7KK10
8GK9906-0KK133) 8GK9920-0KK40

300 × 2000 × 250 30/43 -- 8GK9120-8KK02 -- 2 × 8GK9607-7KK10 8GK9906-0KK133) 8GK9920-0KK40
600 × 1600 × 250 30/43 -- 8GK9120-8KK00 -- -- 8GK9906-0KK233) 8GK9920-0KK41

600 × 1800 × 250 30/43 -- 8GK9120-8KK01 -- -- 8GK9906-0KK233) 8GK9920-0KK41
600 × 2000 × 250 30/43 -- 8GK9120-8KK02 -- -- 8GK9906-0KK233) 8GK9920-0KK41

900 × 1600 × 250 30/43 8GK9507-8KK20
+ 8GK9 515-8KK41

8GK9120-8KK00 8GK9125-8KK11 2 × 8GK9606-5KK10 8GK9906-0KK333) 8GK9920-0KK42

900 × 1800 × 250 30/43 8GK9507-8KK21 
+ 8GK9 515-8KK41

8GK9120-8KK01 8GK9125-8KK12 8GK9606-5KK10 + 
8GK9606-7KK10

8GK9906-0KK333) 8GK9920-0KK42

900 × 2000 × 250 30/43 8GK9507-8KK22 
+ 8GK9 515-8KK42

8GK9120-8KK02 8GK9125-8KK13 2 × 8GK9606-7KK10 8GK9906-0KK333) 8GK9920-0KK42
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ALPHA 630 UNIVERSAL Distribution Boards

Unequipped distribution boards

3

8GK9505-6KK23 +
8GK9515-6KK43

Double door (transparent door + steel-sheet door), 
width 600 + 250 mm1)

900 × 1000 × 250 8GK9505-6KK23 1 unit
+

 8GK9515-6KK43 1 unit

900 × 1200 × 250 8GK9505-7KK23 1 unit
+
8GK9515-7KK43 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9507-7KK23 +
8GK9515-6KK43

Double door (transparent door in Giugiaro design + 
steel-sheet door), width 600 + 250 mm1)

900 × 1000 × 250 8GK9507-7KK23 1 unit
+

 8GK9515-6KK43 1 unit

900 × 1200 × 250 8GK9507-8KK23 1 unit
+
8GK9515-7KK43 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9122-4KK01

Side panels, color: blue green (pair) 600 × 600 × 250 8GK9122-4KK01 1 set
600 × 800 × 250 8GK9122-5KK01 1 set

600 × 1000 × 250 8GK9122-6KK01 1 set
600 × 1200 × 250 8GK9122-7KK01 1 set

900 × 1000 × 250 8GK9122-6KK01 1 set
900 × 1200 × 250 8GK9122-7KK01 1 set

8GK9125-7KK01

Vertical profile bar for cabling compartment 900 × 1000 × 250 8GK9125-7KK01 1 unit
900 × 1200 × 250 8GK9127-8KK01 1 unit

8GK9606-7KK10

Front cover for cabling compartment, width 
250/300 mm

900 × 1000 × 250 8GK9606-7KK10 1 unit

900 × 1200 × 250 2  × 8GK9606-4KK10 1 unit

8GK9906-0KK23

Base, color: blue green, height 100 mm 600 × 600 × 250 ... 
600 × 1200 × 250

8GK9906-0KK23 1 unit

900 × 1000 × 250 ...
900 × 1200 × 250

8GK9906-0KK33 1 unit

8GK9920-0KK41

Cover for cable entry and cable duct 600 × 600 × 250 ... 
600 × 1200 × 250

8GK9920-0KK41 1 unit

900 × 1000 × 250 ...
900 × 1200 × 250

8GK9920-0KK42 1 unit

Version Dimensions
width × height × depth

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d
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ALPHA 630 UNIVERSAL Distribution Boards

Unequipped distribution boards

3

8GK9505-8KK20 +
8GK9515-8KK40

Double door (transparent door + steel-sheet door), 
width 600 + 250 mm1)

900 × 1600 × 250 8GK9505-8KK20 1 unit
+
8GK9515-8KK40 1 unit

900 × 1800 × 250 8GK9505-8KK21 1 unit
+
8GK9515-8KK41 1 unit

900 × 2000 × 250 8GK9505-8KK22 1 unit
+
8GK9515-8KK42 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9507-8KK20 +
8GK9515-8KK40

Double door (transparent door in Giugiaro design + 
steel-sheet door), width 600 + 250 mm1)

900 × 1600 × 250 8GK9507-8KK20 1 unit
+
8GK9515-8KK40 1 unit

900 × 1800 × 250 8GK9507-8KK21 1 unit
+
8GK9515-8KK41 1 unit

900 × 2000 × 250 8GK9507-8KK22 1 unit
+
8GK9515-8KK42 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9122-8KK03

Side panels, RAL 7035 (pair)1) 300 × 1600 × 250 8GK9122-8KK03 1 set
300 × 1800 × 250 8GK9122-8KK04 1 set
300 × 2000 × 250 8GK9122-8KK05 1 set

600 × 1600 × 250 8GK9122-8KK03 1 set
600 × 1800 × 250 8GK9122-8KK04 1 set
600 × 2000 × 250 8GK9122-8KK05 1 set

900 × 1600 × 250 8GK9122-8KK03 1 set
900 × 1800 × 250 8GK9122-8KK04 1 set
900 × 2000 × 250 8GK9122-8KK05 1 set

Footnote
1) To implement side panels with ventilation, order 

Article No. 8GK9120-0KK30 (4 units).

8GK9122-8KK06

Side panels, color: blue green (pair) 300 × 1600 × 250 8GK9122-8KK06 1 set
300 × 1800 × 250 8GK9122-8KK07 1 set
300 × 2000 × 250 8GK9122-8KK08 1 set

600 × 1600 × 250 8GK9122-8KK06 1 set
600 × 1800 × 250 8GK9122-8KK07 1 set
600 × 2000 × 250 8GK9122-8KK08 1 set

900 × 1600 × 250 8GK9122-8KK06 1 set
900 × 1800 × 250 8GK9122-8KK07 1 set
900 × 2000 × 250 8GK9122-8KK08 1 set

8GK9125-8KK11

Vertical profile bar for cabling compartment 900 × 1600 × 250 8GK9125-8KK11 1 unit
900 × 1800 × 250 8GK9125-8KK12 1 unit
900 × 2000 × 250 8GK9125-8KK13 1 unit

8GK9607-5KK10

Cover for cabling compartment, width 250/300 mm 300 × 1600 × 250  2 × 8GK9607-5KK10 1 unit

300 × 1800 × 250 8GK9607-5KK10 1 unit
+
8GK9607-7KK10 1 unit

300 × 2000 × 250 2 × 8GK9607-7KK10 1 unit
900 × 1600 × 250  2 × 8GK9606-5KK10 1 unit

900 × 1800 × 250 8GK9606-5KK10 1 unit
+
8GK9606-7KK10 1 unit

900 × 2000 × 250  2 × 8GK9606-7KK10 1 unit

Version Dimensions
width × height × depth

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d
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Unequipped distribution boards

ALPHA 630 UNIVERSAL Distribution Boards

3
8GK9906-0KK13

Base, color: blue green, height 100 mm1) 300 × 1600 × 250 ... 
300 × 2000 × 250

8GK9906-0KK13 1 unit

600 × 1600 × 250 ...
600 × 2000 × 250

8GK9906-0KK23 1 unit

900 × 1600 × 250 ...
900 × 2000 × 250

8GK9906-0KK33 1 unit

Footnote
1) Additional base (can be mounted on existing base)

8GK9920-0KK40

Cover for cable entry and cable duct

300 × 1600 × 250 ... 
300 × 2000 × 250

8GK9920-0KK40 1 unit

600 × 1600 × 250 ...
600 × 2000 × 250

8GK9920-0KK41 1 unit

900 × 1600 × 250 ...
900 × 2000 × 250

8GK9920-0KK42 1 unit

Version Dimensions
width × height × depth

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d
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ALPHA 630 UNIVERSAL Distribution Boards

Distribution boards with built-in distribution board panel

3

� Selection and ordering data                         

Versions Dimensions
width × height × depth

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d

Wall-mounted distribution board 600 × 800 × 250 8GK9988-0KL00 1 unit

Comprising:

$ 1 × unequipped distribution board, 
8GK2124-2KK23

% 1 × transparent door, 
8GK9505-5KK23

& 3 × standard mounting rails, 
8GF9670

( 1 × front cover for modular installa-
tion devices 3 × 24 MW 
height 600 mm, 8GK9608-4KK20

) 1 × nontransparent front cover 
height 200 mm, 8GK9623-1KK20

* 2 × holders for cable duct, 
8GF9652

Wall-mounted distribution board 600 × 1000 × 250 8GK9988-0KL01 1 unit

Comprising:

$ 1 × unequipped distribution board, 
8GK2124-3KK23

% 1 × transparent door, 
8GK9505-6KK23

& 4 × standard mounting rail, 
8GF9670

( 2 × front covers for modular 
installation devices 2 × 24 MW, 
height 400 mm, 8GK9608-2KK20

) 1 × nontransparent front cover 
height 200 mm, 8GK9623-1KK20

* 3 × holders for cable duct, 
8GF9652

Wall-mounted distribution board 600 × 1200 × 250 8GK9988-0KL02 1 unit

Comprising:

$ 1 × unequipped distribution board, 
8GK2124-4KK23

% 1 × transparent door, 
8GK9505-7KK23

& 4 × standard mounting rail, 
8GF9670

( 2 × front covers for modular 
installation devices 2 × 24 MW, 
height 400 mm, 8GK9608-2KK20

) 2 × nontransparent front cover 
height 200 mm, 8GK9623-1KK20

* 3 × holders for cable duct, 
8GF9652
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Set of copper busbars and connection accessories

ALPHA 630 UNIVERSAL Distribution Boards

3

� Overview                             

• Solid busbars, thickness: 5 mm and 10 mm, perforated and 
with thread for junction. Screws, nuts and washers are 
included in the scope of delivery.

• Flexible bars, length: 2000 mm or 1300 mm, for the 
connection of molded case circuit breakers, and rigid bars.

• For further information on how to assemble the distribution 
board (assembly kit for switchgear and accessories), see 
Chapter “Assembly Kits / Accessories for ALPHA UNIVERSAL 
Distribution Boards”.

� Selection and ordering data

Cross-section Mounting Set of 
screws/
bolts

Tighten-
ing 
torque

SD Article No.
www.siemens.com/
product?Article No.

PS SD Article No.
www.siemens.com/
product?Article No.

PS

mm Nm d L = 2000 mm d L = 1300 mm

Copper busbars and accessories

8GF5751

15 × 5 Threaded hole 8GF5751 1 unit 8GF5771 1 unit

20 × 5 Threaded hole 8GF5891 
(M6)

8 8GF5737 1 unit 8GF5772 1 unit

30 × 5 Threaded hole 8GF5742 1 unit 8GF5773 1 unit

30 × 10 Drill hole 8GF5892 
(M8)

20 8GF5752 1 unit 8GF5774 1 unit

Copper grounding bar

8GK9920-0KK10

20 × 5, 
width 600 mm

Drill hole -- -- 8GK9920-0KK10 1 set 8GK9920-0KK10 1 set

20 × 5, 
width 900 mm

Drill hole 8GK9920-0KK13 1 unit 8GK9920-0KK13 1 unit

© Siemens AG 2017
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Introduction

ALPHA 800 UNIVERSAL Distribution Boards

4

� Overview                                 

ALPHA 800 UNIVERSAL distribution boards up to 800 A 

The 400 mm deep range of ALPHA 800 UNIVERSAL distribution 
boards is suitable for the installation of: 
• Modular installation devices, 
• 3VA molded case circuit breakers,
• 3VL molded case circuit breakers, 
• 3VT molded case circuit breakers up to 800 A and 
• 3KA7 switch disconnectors up to 400 A. 

The floor-mounted distribution boards are available in the 
heights 1800 mm and 2000 mm, all in widths of 300, 600 and 
900 mm. 

ALPHA 800 UNIVERSAL distribution boards up to 800 A 

Degree of protection IP30 without door and IP55 with door. 
The doors are the same ones used for the ALPHA distribution 
boards, i.e. steel-sheet doors, transparent doors, or transparent 
doors in Giugiaro design.

Enclosure material: Electrogalvanized and powder-coated sheet 
steel.

Color: RAL 7035, light gray. Further RAL colors are available on 
request.

� Technical specifications

1) Further colors are available on request.

Rated operational voltage, approx. V 690 

Rated insulation voltage Ui approx. V 690

Rated impulse withstand voltage Uimp kV 6

Rated current In A Up to 800

Rated short-time current Icw kA 25, conduction interval of 1 s

Maximum permissible rated peak withstand current Ipk in kA kA Up to 53 

Safety class I

Degree of protection acc. to EN IEC 60 529 IP30 - IP43 - IP55

Spacing between standard mounting rails mm 150/200

Pollution degree 3

Ambient temperature °C -5 ... +35

Enclosures Sheet steel

Surface Electrogalvanized and powder-coated

Color RAL 7035, light gray1)    

Lock 2-point locking with double-bit lock. Also available with other locking systems if 
required

Standards CEI EN 61439-1/2, EN 61439-1/-2, IEC 61439-1/2

Overvoltage category III

© Siemens AG 2017
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ALPHA 800 UNIVERSAL Distribution Boards

Unequipped distribution boards

4
8GK9505-8KK21 +
8GK9515-8KK41

Double door (transparent door + steel-sheet door), 
width 600 + 250 mm1)

900 × 1800 × 400 8GK9505-8KK21 1 unit
+
8GK9515-8KK41 1 unit

900 × 2000 × 400 8GK9505-8KK22 1 unit
+
8GK9515-8KK42 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9507-8KK21 +
8GK9515-8KK41

Double door (transparent door in Giugiaro design + 
steel-sheet door), width 600 + 250 mm1)

900 × 1800 × 400 8GK9507-8KK21 1 unit
+
8GK9515-8KK41 1 unit

900 × 2000 × 400 8GK9507-8KK22 1 unit
+
8GK9515-8KK42 1 unit

Footnote
1) For distribution boards of width 900 with double door 

and vertical profile bar 

8GK9200-8KK04

Side panels, RAL 7035 (pair) 300 × 1800 × 400 8GK9200-8KK04 1 set
300 × 2000 × 400 8GK9200-8KK05 1 set

600 × 1800 × 400 8GK9200-8KK04 1 set
600 × 2000 × 400 8GK9200-8KK05 1 set

900 × 1800 × 400 8GK9200-8KK04 1 set
900 × 2000 × 400 8GK9200-8KK05 1 set

Note

To implement side panels with ventilation, please order 
ventilation grille, Article No. 8GK9120-0KK30 (4 units) in 
addition to the side panels.

8GK9200-8KK07

Side panels, color: blue green (pair) 300 × 1800 × 400 8GK9200-8KK07 1 set
300 × 2000 × 400 8GK9200-8KK08 1 set

600 × 1800 × 400 8GK9200-8KK07 1 set
600 × 2000 × 400 8GK9200-8KK08 1 set

900 × 1800 × 400 8GK9200-8KK07 1 set
900 × 2000 × 400 8GK9200-8KK08 1 set

8GK9200-8KK00

Vertical profile bar for wiring compartment/busbars 900 × 1000 × 400 8GK9200-8KK00 1 unit
300 × 2000 × 400 8GK9200-8KK01 1 unit

Note 600 × 1800 × 400 8GK9200-8KK00 1 unit

The vertical profile bar of the ALPHA 800 comprises a sup-
port for mounting the doors, as well as a rear universal sup-
port and two cross arms at the top.

600 × 2000 × 400 8GK9200-8KK01 1 unit

900 × 1800 × 400 8GK9200-8KK00 1 unit
900 × 2000 × 400 8GK9200-8KK01 1 unit

8GK9607-5KK10 +
8GK9607-7KK10

Cover for cabling compartment, 
width 250/300 mm

300 × 1800 × 400 8GK9607-5KK10 1 unit
+
8GK9607-7KK10 1 unit

300 × 2000 × 400       2 × 8GK9607-7KK10 1 unit

900 × 1800 × 400 8GK9606-5KK10 1 unit
+
8GK9606-7KK10 1 unit

900 × 2000 × 400       2 × 8GK9606-7KK10 1 unit

8GK9906-0KK15

Base, color: blue green, height 100 mm 300 × 1800 × 400 8GK9906-0KK15 1 unit
300 × 2000 × 400 8GK9906-0KK15 1 unit

600 × 1800 × 400 8GK9906-0KK25 1 unit
600 × 2000 × 400 8GK9906-0KK25 1 unit

900 × 1800 × 400 8GK9906-0KK35 1 unit
900 × 2000 × 400 8GK9906-0KK35 1 unit

Version Dimensions
width × height × depth

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d
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Unequipped distribution boards

ALPHA 800 UNIVERSAL Distribution Boards
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� Accessories 

Supports and crossbars

Description Height SD Article No.
www.siemens.com/
product?Article No.

PS

mm d

Supports 

8GK6850-0KK02

Stay mounts (pair) 1600 8GK6850-0KK02 1 set
1800 8GK6850-0KK03 1 set
2000 8GK6850-0KK04 1 set

8GK6850-0KK05

Rear universal supports 1800 8GK6850-0KK05 1 unit
2000 8GK6850-0KK06 1 unit

Crossbars

8GK6850-0KK00

Upper crossbar 8GK6850-0KK00 2 units

8GK6850-0KK01

Lateral crossbar 8GK6850-0KK01 2 units

8GK9920-0KK01

Adapter for installation of assembly kits in the cabling compartment, 
width 250 mm (2 units)

8GK9920-0KK01 1 set
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ALPHA 800 UNIVERSAL Distribution Boards

Busbar systems

4

� Technical specifications           

Maximum spacing between busbar supports, depending on conditional rated short-circuit current Icc eff


Configuration options

Single busbars Double busbars Busbar, vertical, side Busbar, horizontal, top

Busbar size 15 × 5 20 × 5 30 × 5 30×10 2 × 20× 10 2 × 30 × 10 2 × 20 ×10 2 × 30 × 10 2 × 20 × 10 2 × 30 × 10

Rated current A 160 250 400 630 630 800 630 800 630 800

Spacing between 
busbar supports

• at Icc eff = 5 kA mm 600 -- -- -- -- -- -- -- -- --

• at Icc eff = 10 kA mm 400 600 700 600 -- -- -- -- -- --

• at Icc eff = 15 kA mm -- 400 450 400 -- -- -- -- -- --

• at Icc eff = 20 kA mm -- -- 325 300 -- -- -- -- -- --

• at Icc eff = 25 kA mm -- -- 300 250 200 200 400 600 400 600

• at Icc eff = 35 kA mm -- -- -- -- -- -- 400 400 400 400

Version Width Busbar supports Crossbars 
for installation of 
support

Size 15 × 5 /
20 × 5 / 30 × 5 

Size 30 × 10 Size 2 × 20 × 10/
2 × 30 × 10

mm Article No. Article No. Article No. Article No.

Horizontal installation of busbars
Horizontal busbar, at front 600 8GF5762 8GF5763 -- 8GF9652

900 8GF5762 8GF5763 -- 8GF9653

Horizontal busbar, at front, with steps 600 8GF5760 -- -- 8GK9920-0KK35

900 8GF5760 -- -- 8GK9920-0KK36

Horizontal busbar, recessed 600 8GF5760 8GK9608-1KK22 -- 8GF9652

900 8GF5760 8GK9608-1KK22 -- 8GF9653

Main busbars
Horizontal, top 200 -- -- 8GK9750-0KK02 8GK6850-0KK00

Horizontal, top, busbar bracing 200 -- -- 8PQ4000-1BA12 --

Vertical installation of busbars, vertical, rear
Busbar support with spacing of 150 mm 300 8GF5762 8GF5763 -- --

600 8GF5762 8GF5763 -- --

900 8GF5762 8GF5763 -- --

Busbar support with spacing of 475 mm or 775 mm 600 8GF5764 8GF5765 -- --

900 8GF5766 8GF5767 -- --

Vertical, rear, recessed 600 8GF5764 8GF5765 -- --

900 8GF5766 8GF5767 -- --

Vertical, side, with steps -- 8GF5760 8GF5761 8GK9750-0KK01 8GK6850-0KK01

Vertical, side -- 8GF5768 8GF5770 8GK9750-0KK02 8GK6850-0KK01
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Assembly kit for 3VA molded case circuit breakers

Assembly Kits / Accessories for ALPHA UNIVERSAL Distribution Boards

5

8GK6720-4KK13

Assembly kits,
for 3VA20.. and 3VA22.. molded case circuit breakers (100 A / 160 A / 250 A)

External dimensions in mm
Height Width Max. No. of 

breakers
Operator RCD

400 300 1 -- -- 8GK6720-4KK13 1 unit

600 3 -- -- 8GK6720-4KK23 1 unit

Motor 2) -- 8GK6724-4KK23 1 unit

900 5 -- -- 8GK6720-4KK33 1 unit

Motor 2) -- 8GK6724-4KK33 1 unit

600 300 1 -- Infeed side 8GK6725-6KK13 1 unit

600 3 -- Infeed side 8GK6725-6KK23 1 unit

900 5 -- Infeed side 8GK6725-6KK33 1 unit

Assembly kits,
for 3VA23.. and 3VA24.. molded case circuit breakers (400 A / 630 A)

External dimensions in mm
Height Width Max. No. of 

breakers
Operator RCD

600 300 1 -- -- 8GK6740-6KK13 1 unit

600 3 -- -- 8GK6740-6KK23 1 unit

-- Infeed side 8GK6745-6KK23 1 unit

900 5 -- -- 8GK6740-6KK33 1 unit
2) Distribution board depth at least 400 mm.

Version SD Article No.
www.siemens.com/
product?Article No.

PS

d
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Assembly Kits / Accessories for ALPHA UNIVERSAL Distribution Boards

Assembly kit for 3VL molded case circuit breakers

5

� Overview                           

• Assembly kit for 3VL molded case circuit breakers 
Each assembly kit comprises:
- Mounting plate for mounting
- Cover with cutout and quick-lock screws

� Selection and ordering data

Description Vertical installation Horizontal installation

Height Max. No. 
of 
switching 
devices

SD Article No.
www.siemens.com/
product?Article No.

PS Height Max. No. 
of 
switching 
devices

SD Article No.
www.siemens.com/
product?Article No.

PS

mm d mm d
Assembly kits for 3VL molded case circuit breakers 

8GK6710-4KK23

8GK6711-2KK23

3/4-pole, 
width 600 mm

• VL160X - VL160 - VL250, 
max. 250 A

400 3 8GK6710-4KK23 1 unit 200 1 8GK6710-2KK23 1 unit

• VL160X - VL160 - VL250
with direct rotary 
operating mechanism

-- 200 1 8GK6711-2KK23 1 unit

• VL160X
with residual current 
operated circuit breaker 
mounted underneath

600 3 8GK6710-6KK23 1 unit 200 1 8GK6712-2KK23 1 unit

• VL160X
with interconnected 
residual current operat-
ed circuit breaker

300 1 8GK6710-3KK23 1 unit --

• VL160-250
with residual current 
operated circuit breaker 
mounted underneath

600 3 8GK6711-6KK23 1 unit 200 1 8GK6713-2KK23 1 unit

• VL400, max. 400 A 600 1 8GK6712-6KK23 1 unit 200 1 8GK6714-2KK23 1 unit

• VL400
with residual current 
operated circuit breaker 
mounted underneath

600 1 8GK6713-6KK23 1 unit 200 1 8GK6715-2KK23 1 unit

• VL630, max. 630 A 600 1 8GK6714-6KK23 1 unit 400 1 8GK6715-4KK23 1 unit

• VL800, max. 800 A 
(only for ALPHA 800 
UNIVERSAL)

600 1 8GK6700-6KK24 1 unit --
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http://www.siemens.com/product?8GK6713-6KK23
http://www.siemens.com/product?8GK6715-2KK23
http://www.siemens.com/product?8GK6714-6KK23
http://www.siemens.com/product?8GK6715-4KK23
http://www.siemens.com/product?8GK6700-6KK24


http://www.siemens.com/product?8GK6710-4KK33
http://www.siemens.com/product?8GK6710-2KK33
http://www.siemens.com/product?8GK6701-2KK33
http://www.siemens.com/product?8GK6710-6KK33
http://www.siemens.com/product?8GK6704-2KK33
http://www.siemens.com/product?8GK6710-3KK33
http://www.siemens.com/product?8GK6711-6KK33
http://www.siemens.com/product?8GK6705-2KK33
http://www.siemens.com/product?8GK6712-6KK33
http://www.siemens.com/product?8GK6706-2KK33
http://www.siemens.com/product?8GK6713-6KK33
http://www.siemens.com/product?8GK6707-2KK33
http://www.siemens.com/product?8GK6714-6KK33
http://www.siemens.com/product?8GK6715-4KK33
http://www.siemens.com/product?8GK6700-6KK34


http://www.siemens.com/product?8GK6710-4KK13
http://www.siemens.com/product?8GK6710-6KK13
http://www.siemens.com/product?8GK6711-6KK13
http://www.siemens.com/product?8GK6713-4KK13
http://www.siemens.com/product?8GK6712-4KK13
http://www.siemens.com/product?8GK6712-6KK13
http://www.siemens.com/product?8GK6711-4KK13
http://www.siemens.com/product?8GK6711-2KK13
http://www.siemens.com/product?8GK6723-6KK13
http://www.siemens.com/product?8GK6724-6KK13
http://www.siemens.com/product?8GK6725-4KK13
http://www.siemens.com/product?8GK6726-4KK13
http://www.siemens.com/product?8GK6727-6KK13
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Assembly kit for 3VT molded case circuit breakers

Assembly Kits / Accessories for ALPHA UNIVERSAL Distribution Boards

5

� Overview                       

• Assembly kit for 3VT molded case circuit breakers 
Each assembly kit comprises:

- Mounting plate for mounting
- Cover and quick-lock screws

� Selection and ordering data

1) The assembly kits for 3VT1 molded case circuit breakers have a cover with 
a cutout and are designed to accommodate the installation of both 3 and 
4-pole circuit breakers. If installing 3-pole circuit breakers, we recommend 
that you do not leave the cutout open but cover it with blanking strip 
8GK9910-0KK00. For further details, please refer to the mounting instruc-
tions at:
http://support.automation.siemens.com/WW/view/en/53477794/130000

2) In order to install assembly kits in the cubicles width 300 mm of the 
ALPHA 630 UNIVERSAL, you must order the following inner supports: 
8GK9126-8KK03 (height 1600 mm), 8GK9126-8KK04 (height 1800 mm) 
and 8GK9126-8KK05 (height 2000 mm). In order to use cubicle width 
300 mm in the ALPHA 800 UNIVERSAL as a switchgear compartment, 
you must order the following side supports: 8GK6850-0KK02 (height 
1600 mm), 8GK6850-0KK03 (height 1800 mm) and 8GK6850-0KK04 
(height 2000 mm).

3) In order to install assembly kits in the cubicles width 250 mm of the 
ALPHA 630 UNIVERSAL, you require the following bars: 8GF9655 (height 
1000 mm), 8GF9656 (height 1200 mm), 8GF9650 (height 1600 mm), 
8GF9658 (height 1800 mm) and 8GF9654 (height 2000 mm). In order to 
use box width 250 mm in the ALPHA 800 UNIVERSAL as a switchgear 
compartment, you must order side supports and, for each assembly kit, 
a pair of crossbars 8GK9920-0KK01.

3VT molded case 
circuit breakers, 3P 
and 4P

Width Height Installation Maximum No. of
devices that can be 
installed

SD Article No.
www.siemens.com/
product?Article No.

PS

mm mm d
Assembly kit for 3VT molded case circuit breakers

8GK6750-4KK23

8GK6751-4KK13

3VT11) 600 200 Horizontal 1 8GK6750-2KK23 1 unit

600 400 Vertical 5 8GK6750-4KK23 1 unit

900 200 Horizontal 1 8GK6750-2KK33 1 unit

900 400 Vertical 7 8GK6750-4KK33 1 unit

3002) 400 Vertical 2 8GK6751-4KK13 1 unit

2503) 400 Vertical 1 8GK6750-4KK13 1 unit

8GK6754-2KK23

8GK6753-6KK13

3VT2 600 200 Horizontal 1 8GK6754-2KK23 1 unit

600 600 Vertical 2 8GK6752-6KK23 1 unit

900 200 Horizontal 1 8GK6756-2KK33 1 unit

900 600 Vertical 3 8GK6752-6KK33 1 unit

3002) 600 Vertical 1 8GK6753-6KK13 1 unit

2503) 600 Vertical 1 8GK6750-6KK13 1 unit

3VT3 600 400 Horizontal 1 8GK6755-4KK23 1 unit

600 600 Vertical 1 8GK6754-6KK23 1 unit

900 400 Horizontal 1 8GK6755-4KK33 1 unit

900 600 Vertical 1 8GK6754-6KK33 1 unit

3002) 600 Vertical 1 8GK6754-6KK13 1 unit

2503) 600 Vertical 1 8GK6751-6KK13 1 unit

© Siemens AG 2017

http://www.siemens.com/product?8GK6750-2KK23
http://www.siemens.com/product?8GK6750-4KK23
http://www.siemens.com/product?8GK6750-2KK33
http://www.siemens.com/product?8GK6750-4KK33
http://www.siemens.com/product?8GK6751-4KK13
http://www.siemens.com/product?8GK6750-4KK13
http://www.siemens.com/product?8GK6754-2KK23
http://www.siemens.com/product?8GK6752-6KK23
http://www.siemens.com/product?8GK6756-2KK33
http://www.siemens.com/product?8GK6752-6KK33
http://www.siemens.com/product?8GK6753-6KK13
http://www.siemens.com/product?8GK6750-6KK13
http://www.siemens.com/product?8GK6755-4KK23
http://www.siemens.com/product?8GK6754-6KK23
http://www.siemens.com/product?8GK6755-4KK33
http://www.siemens.com/product?8GK6754-6KK33
http://www.siemens.com/product?8GK6754-6KK13
http://www.siemens.com/product?8GK6751-6KK13
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Assembly kit for 3KD switch disconnectors

5

� Overview               

Features
• Assembly kits comprising:

- Special mounting plates
- Front covers

• Assembly kits for 3-pole and 4-pole switch disconnectors

� Selection and ordering data

Description Height Width Max. No. of switch 
disconnectors

SD Article No.
www.siemens.com/
product?Article No.

PS

mm mm d

For door-coupling rotary operating mechanism in the front cover
Assembly kits,
for 3KD switch disconnectors, sizes 1-3

400 250 • 1 (sizes 1 and 2) 

• 1 (size 3, 
3-pole devices only) 

8GK6430-4KK13 1 unit

Assembly kits,
for 3KD switch disconnectors, sizes 1-4

400 600 • 2 (sizes 1 and 2) 

• 1 (sizes 3 and 4) 

8GK6430-4KK23 1 unit

900 • 2 (sizes 1-4) 8GK6430-4KK33 1 unit

© Siemens AG 2017

http://www.siemens.com/product?8GK6430-4KK13
http://www.siemens.com/product?
http://www.siemens.com/product?8GK6430-4KK23
http://www.siemens.com/product?8GK6430-4KK33


http://www.siemens.com/product?8GK6400-4KK10
http://www.siemens.com/product?8GK6401-4KK10
http://www.siemens.com/product?8GK6400-4KK11
http://www.siemens.com/product?8GK6401-4KK12
http://www.siemens.com/product?8GK6400-2KK20
http://www.siemens.com/product?8GK6400-4KK20
http://www.siemens.com/product?8GK6401-4KK20
http://www.siemens.com/product?8GK6400-2KK30
http://www.siemens.com/product?8GK6400-4KK30
http://www.siemens.com/product?8GK6400-4KK31


http://www.siemens.com/product?8GK6430-4KK03
http://www.siemens.com/product?8GK6431-4KK04
http://www.siemens.com/product?8GK6430-4KK14
http://www.siemens.com/product?8GK6431-4KK14
http://www.siemens.com/product?8GK6430-4KK24
http://www.siemens.com/product?8GK6431-4KK24
http://www.siemens.com/product?8GK6432-4KK24
http://www.siemens.com/product?8GK6433-4KK24
http://www.siemens.com/product?8GK6430-4KK34
http://www.siemens.com/product?8GK6431-4KK34
http://www.siemens.com/product?8GK6432-4KK34
http://www.siemens.com/product?8GK6433-4KK34


http://www.siemens.com/product?
http://www.siemens.com/product?8GK6431-2KK23
http://www.siemens.com/product?8GK6432-2KK23
http://www.siemens.com/product?8GK6431-2KK33
http://www.siemens.com/product?8GK6432-2KK33
http://www.siemens.com/product?8GK6431-4KK33
http://www.siemens.com/product?8GK6432-4KK33
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Assembly kit for modular installation devices

5

� Selection and ordering data                         

1) You need to order Article No. 8GK9120-0KK11 (hinges for covers, 10 units) 
for linking purposes: see page 5/20.

2) To link modular installation devices from the SENTRON range with 
3VT molded case circuit breakers, two adapters are required.

Version External dimensions Tiers/MW SD Article No.
www.siemens.com/
product?Article No.

PS

Height Width1)

mm mm d

8GK9608-1KK20

8GK9608-2KK20

Front cover with cutout 150 600 1/24 8GK9608-1KK22 4 units
900 1/36 8GK9608-1KK32 4 units

200 600 1/24 8GK9608-1KK20 1 unit
900 1/36 8GK9608-1KK30 1 unit

300 600 2/48 8GK9608-2KK22 4 units
900 2/72 8GK9608-2KK32 4 units

400 600 2/48 8GK9608-2KK20 1 unit
900 2/72 8GK9608-2KK30 1 unit

450 600 3/72 8GK9608-3KK22 1 unit

600 600 3/72 8GK9608-4KK20 1 unit
900 3/108 8GK9608-4KK30 1 unit

8GK6302-1KK23

Assembly kit for modular installation 
devices
With standard mounting rail + cover

150 600 1/24 8GK6302-1KK23 1 unit
900 1/36 8GK6302-1KK33 1 unit

200 300 1/12 8GK6352-2KK13 1 unit
600 1/24 8GK6352-2KK23 1 unit
900 1/36 8GK6352-2KK33 1 unit

8GF9670

Standard mounting rail for mounting 
modular devices at various depths

-- 600 1 8GF9670 1 unit
900 1 8GF9671 1 unit

8GF9670-1

Depth adapter 9 mm for linking 5SY and 5SJ 
on standard mounting rails, L 360 mm2)

-- 600 1/20 8GF9670-1 1 unit

© Siemens AG 2017

http://www.siemens.com/product?8GK9608-1KK22
http://www.siemens.com/product?8GK9608-1KK32
http://www.siemens.com/product?8GK9608-1KK20
http://www.siemens.com/product?8GK9608-1KK30
http://www.siemens.com/product?8GK9608-2KK22
http://www.siemens.com/product?8GK9608-2KK32
http://www.siemens.com/product?8GK9608-2KK20
http://www.siemens.com/product?8GK9608-2KK30
http://www.siemens.com/product?8GK9608-3KK22
http://www.siemens.com/product?8GK9608-4KK20
http://www.siemens.com/product?8GK9608-4KK30
http://www.siemens.com/product?8GK6302-1KK23
http://www.siemens.com/product?8GK6302-1KK33
http://www.siemens.com/product?8GK6352-2KK13
http://www.siemens.com/product?8GK6352-2KK23
http://www.siemens.com/product?8GK6352-2KK33
http://www.siemens.com/product?8GF9670
http://www.siemens.com/product?8GF9671
http://www.siemens.com/product?8GF9670-1


http://www.siemens.com/product?8GK9610-1KK20
http://www.siemens.com/product?8GK9610-1KK30
http://www.siemens.com/product?8GK9611-1KK20
http://www.siemens.com/product?8GK9611-1KK30
http://www.siemens.com/product?8GK9612-1KK20
http://www.siemens.com/product?8GK9612-1KK30
http://www.siemens.com/product?8GK9613-1KK20
http://www.siemens.com/product?8GK9613-1KK30
http://www.siemens.com/product?8GK9630-1KK20
http://www.siemens.com/product?8GK9631-1KK20
http://www.siemens.com/product?8GK9606-2KK10
http://www.siemens.com/product?8GK9606-4KK10
http://www.siemens.com/product?8GK9606-5KK10
http://www.siemens.com/product?8GK9606-7KK10
http://www.siemens.com/product?8GK9607-1KK10
http://www.siemens.com/product?8GK9607-2KK10
http://www.siemens.com/product?8GK9607-4KK10
http://www.siemens.com/product?8GK9607-5KK10
http://www.siemens.com/product?8GK9607-7KK10
http://www.siemens.com/product?8GK9620-1KK20
http://www.siemens.com/product?8GK9621-1KK20
http://www.siemens.com/product?8GK9622-1KK20
http://www.siemens.com/product?8GK9623-1KK20
http://www.siemens.com/product?8GK9622-2KK20
http://www.siemens.com/product?8GK9622-4KK20
http://www.siemens.com/product?8GK9622-5KK20
http://www.siemens.com/product?8GK9620-1KK30
http://www.siemens.com/product?8GK9621-1KK30
http://www.siemens.com/product?8GK9622-1KK30
http://www.siemens.com/product?8GK9623-1KK30
http://www.siemens.com/product?8GK9622-2KK30
http://www.siemens.com/product?8GK9622-4KK30
http://www.siemens.com/product?8GK9622-5KK30


http://www.siemens.com/product?8GK9635-5KK20
http://www.siemens.com/product?8GK9635-5KK30
http://www.siemens.com/product?8GK9636-7KK20
http://www.siemens.com/product?8GK9636-7KK30
http://www.siemens.com/product?8GK9605-1KK20
http://www.siemens.com/product?8GK9605-2KK20
http://www.siemens.com/product?8GK9605-4KK20
http://www.siemens.com/product?8GK9605-1KK30
http://www.siemens.com/product?8GK9605-2KK30
http://www.siemens.com/product?8GK9605-4KK30
http://www.siemens.com/product?8GK9632-1KK20
http://www.siemens.com/product?8GK9633-1KK20
http://www.siemens.com/product?8GF9652
http://www.siemens.com/product?8GF9653
http://www.siemens.com/product?8GK9920-0KK35
http://www.siemens.com/product?8GK9920-0KK36
http://www.siemens.com/product?8GF9655
http://www.siemens.com/product?8GF9656
http://www.siemens.com/product?8GF9650
http://www.siemens.com/product?8GF9658
http://www.siemens.com/product?8GF9654
http://www.siemens.com/product?8GK9126-8KK03
http://www.siemens.com/product?8GK9126-8KK04
http://www.siemens.com/product?8GK9126-8KK05


http://www.siemens.com/product?8GF7155
http://www.siemens.com/product?8GF7158
http://www.siemens.com/product?8GF7156
http://www.siemens.com/product?8GF7160
http://www.siemens.com/product?8GF7157
http://www.siemens.com/product?8GF7161
http://www.siemens.com/product?8GF9676
http://www.siemens.com/product?8GF9680
http://www.siemens.com/product?8GF9677
http://www.siemens.com/product?8GF9681
http://www.siemens.com/product?8GF9678
http://www.siemens.com/product?8GF9682
http://www.siemens.com/product?8GK9535-4KK21
http://www.siemens.com/product?8GK9535-5KK21
http://www.siemens.com/product?8GK9536-7KK21
http://www.siemens.com/product?8GK9536-7KK31
http://www.siemens.com/product?8GK9537-8KK21
http://www.siemens.com/product?8GK9537-8KK31
http://www.siemens.com/product?8GK9535-8KK23
http://www.siemens.com/product?8GK9535-8KK26
http://www.siemens.com/product?8GK9535-8KK24
http://www.siemens.com/product?8GK9535-8KK34
http://www.siemens.com/product?8GK9535-8KK25
http://www.siemens.com/product?8GK9535-8KK35
http://www.siemens.com/product?
http://www.siemens.com/product?8GK9930-0KK03
http://www.siemens.com/product?8GK9930-0KK04
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Mounting plates and inner sub-distribution boards

5

1) In the case of upper busbars, the transparent covers must be installed in 
front of the busbars in order to ensure form 2b. The transparent covers are 
installed underneath the closed covers.

8GK9525-5KK03

Partitions for ALPHA 630 UNIVERSAL

Horizontal -- 250 8GK9525-0KK03 1 unit
-- 300 8GK9525-0KK13 1 unit
-- 600 8GK9525-0KK23 1 unit
-- 900 8GK9525-0KK33 1 unit

Vertical 800 -- 8GK9525-5KK03 1 unit
1000 -- 8GK9525-6KK03 1 unit
1200 -- 8GK9525-7KK03 1 unit
1600 -- 8GK9525-8KK03 1 unit
1800 -- 8GK9525-8KK13 1 unit
2000 -- 8GK9525-8KK23 1 unit

Partitions for ALPHA 800 UNIVERSAL 
cabinets in form 2b

Vertical subdivisions between the switchgear 
compartment and busbar compartment

1600 600 8GK9526-0KK00 1 unit
1800 600 8GK9526-0KK01 1 unit
2000 600 8GK9526-0KK02 1 unit

Horizontal subdivisions between devices -- 300 8GK9526-0KK06 1 unit
-- 600 8GK9526-0KK07 1 unit
-- 900 8GK9526-0KK08 1 unit

Horizontal subdivisions between upper busbar 
compartment and devices

-- 250 8GK9527-0KK05 1 unit
-- 300 8GK9526-0KK03 1 unit
-- 600 8GK9526-0KK04 1 unit
-- 900 8GK9526-0KK05 1 unit

Transparent cover1) -- 250 8GK9527-0KK03 1 unit
-- 300 8GK9527-0KK00 1 unit
-- 600 8GK9527-0KK01 1 unit
-- 900 8GK9527-0KK02 1 unit

Version External dimensions SD Article No.
www.siemens.com/
product?Article No.

PS

Height Width

mm mm d

© Siemens AG 2017

http://www.siemens.com/product?8GK9525-0KK03
http://www.siemens.com/product?8GK9525-0KK13
http://www.siemens.com/product?8GK9525-0KK23
http://www.siemens.com/product?8GK9525-0KK33
http://www.siemens.com/product?8GK9525-5KK03
http://www.siemens.com/product?8GK9525-6KK03
http://www.siemens.com/product?8GK9525-7KK03
http://www.siemens.com/product?8GK9525-8KK03
http://www.siemens.com/product?8GK9525-8KK13
http://www.siemens.com/product?8GK9525-8KK23
http://www.siemens.com/product?8GK9526-0KK00
http://www.siemens.com/product?8GK9526-0KK01
http://www.siemens.com/product?8GK9526-0KK02
http://www.siemens.com/product?8GK9526-0KK06
http://www.siemens.com/product?8GK9526-0KK07
http://www.siemens.com/product?8GK9526-0KK08
http://www.siemens.com/product?8GK9527-0KK05
http://www.siemens.com/product?8GK9526-0KK03
http://www.siemens.com/product?8GK9526-0KK04
http://www.siemens.com/product?8GK9526-0KK05
http://www.siemens.com/product?8GK9527-0KK03
http://www.siemens.com/product?8GK9527-0KK00
http://www.siemens.com/product?8GK9527-0KK01
http://www.siemens.com/product?8GK9527-0KK02


http://www.siemens.com/product?8GF9672
http://www.siemens.com/product?8GF9674
http://www.siemens.com/product?8GF9673
http://www.siemens.com/product?8GF9675
http://www.siemens.com/product?8GF7175
http://www.siemens.com/product?8GF7178
http://www.siemens.com/product?8GF7176
http://www.siemens.com/product?8GF7180
http://www.siemens.com/product?8GF9683
http://www.siemens.com/product?8WA746
http://www.siemens.com/product?8GK9920-0KK28
http://www.siemens.com/product?8GK9560-0KK04
http://www.siemens.com/product?8GK9560-0KK05


http://www.siemens.com/product?8GK9560-0KK06
http://www.siemens.com/product?8GK9560-0KK07
http://www.siemens.com/product?8GK9561-0KK01
http://www.siemens.com/product?8GK9561-0KK02
http://www.siemens.com/product?8GK9561-0KK00


http://www.siemens.com/product?8GK9126-3KK00
http://www.siemens.com/product?8GK9126-4KK00
http://www.siemens.com/product?8GK9126-5KK00
http://www.siemens.com/product?8GK9126-6KK00
http://www.siemens.com/product?8GK9126-7KK00
http://www.siemens.com/product?8GK9126-8KK00
http://www.siemens.com/product?8GK9126-8KK01
http://www.siemens.com/product?8GK9126-8KK02
http://www.siemens.com/product?8GK9127-0KK01
http://www.siemens.com/product?8GK9127-0KK02
http://www.siemens.com/product?8GK9127-0KK03
http://www.siemens.com/product?8GK9127-0KK04
http://www.siemens.com/product?8GK9127-0KK05
http://www.siemens.com/product?8GK9920-0KK43
http://www.siemens.com/product?8GK9920-0KK44
http://www.siemens.com/product?8GK9920-0KK45
http://www.siemens.com/product?8GK9920-0KK46
http://www.siemens.com/product?8GK9120-0KK10
http://www.siemens.com/product?8GK9120-0KK20
http://www.siemens.com/product?8GK9120-0KK30
http://www.siemens.com/product?8GK9920-0KK24
http://www.siemens.com/product?8GK9120-0KK11
http://www.siemens.com/product?8GK9562-0KK00
http://www.siemens.com/product?8GK9562-0KK00


http://www.siemens.com/product?8GK9920-0KK31
http://www.siemens.com/product?8GF9662
http://www.siemens.com/product?8GF9643
http://www.siemens.com/product?8GF9660
http://www.siemens.com/product?8GD9290
http://www.siemens.com/product?8GF9661
http://www.siemens.com/product?8GD9084
http://www.siemens.com/product?
http://www.siemens.com/product?8GD9132
http://www.siemens.com/product?8GK9910-0KK23
http://www.siemens.com/product?8GF9861
http://www.siemens.com/product?8GK9910-0KK00
http://www.siemens.com/product?8GK9910-0KK01
http://www.siemens.com/product?8GK9920-0KK26
http://www.siemens.com/product?8GK9920-0KK32
http://www.siemens.com/product?8GK9920-0KK33
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� Overview

Ordering special versions

When ordering products that differ from the standard versions 
listed in the catalog, "–Z" must be added to the Article No. 
indicated and the required features must be specified using 
alphanumeric order codes or plain text.

Ordering very small quantities

When very small orders are placed, the costs associated with 
order processing are greater than the order value. We therefore 
recommend that you combine several small orders. Where this 
is not possible, we regret that we are obliged to make a small 
processing charge: for orders with a net goods value of less than 
€ 250 we charge an € 20 supplement to cover our order 
processing and invoicing costs.

Explanations on the Selection and Ordering Data

Delivery time class (DT)
Preferred types are device types that can be delivered immediately ex works, i.e. they are dispatched 
within 24 hours. 

If ordered in normal quantities, the products are usually delivered within the specified delivery times, 
calculated from the date we receive your order. 

In exceptional cases, delivery times may vary from those specified. 

The delivery times are valid ex works from Siemens AG (products ready for dispatch). 

Shipping times depend on the destination and the method of shipping. The standard shipping time for 
Germany is one day.

The specified delivery times are correct at the time of going to print and are subject to constant 
optimization. Up-to-date information can be found at www.siemens.com/industrymall.

Price
The specified price in € refers to the price unit (PU).

Price units (PU)
The price unit defines the number of units, sets or meters to which the specified price and weight apply.

PS/P. unit (packaging size/packaging unit)
The packaging size/packaging unit defines the number, e.g. of units, sets or meters, contained within outer packaging:

• The first digit in the PS/P. unit column (packaging size/packaging unit) indicates the minimum order quantity. You can only order this 
specified quantity or a multiple thereof.

• The second digit in the PS/P. unit column (packaging size/packaging unit) specifies the number of units contained within the outer 
packaging (e.g. in a carton). You must order this quantity or a multiple thereof if you want the items to be delivered in discrete packaging 
quantities. 

Examples:

Price group (PG)
Each product is allocated to a price group.

Weight
The defined weight is the net weight in kg and refers to the price unit (PU).

Examples

Note:

The article numbers shown here are examples only. They are not necessarily included in this catalog, nor is it essential that their specifi-
cations regarding selection and ordering data be up to date. When ordering, always use the selection and ordering data.

DT Meaning

} Preferred type

A Two working days

B One week

C Three weeks

D Six weeks

X On request

PS/P. unit Meaning

1 unit You can order one item or a multiple thereof.

5 units Five units are packed in a bag, for example. Because the bags cannot be opened, you can only order a multiple of 
the quantity contained in the bag: 5, 10, 15, 20 etc.

5/100 units One carton contains (for example) 20 bags, each containing 5 units, i.e. a total of 100 units. If only cartons are avail-
able for delivery, you need to order a multiple of the carton quantity: 100, 200, 300, etc.

Ordering a quantity of 220 units would result in the following delivery: two cartons, each containing 100 units (= 200 
units) and 4 bags, each containing 5 units (= 20 units).

1 set A set comprises a defined number of different parts.

DT Article No. Price € 
per PU

PU 
(UNIT, 

SET, 
M)

PS PG Weight 
per PU 

approx.

kg

} 3NW7013 5.95 1 1/12 
units

13K 0.076

DT: Preferred type

Price: € 5.95 for one unit (price refers to PU)

PU: One unit (on which price is based)

PS/P. unit: 1 = minimum order quantity / 12 = quantity per car-
ton

PG: 13K

Weight 76 g, always given in kg

DT Article No. Price € 
per PU

PU 
(UNIT, 

SET, M)

PS PG

B 3VA1196-3ED26-0AA0 214.–– 1 1 unit 12P

DT: B = one week

Price: € 214 for one unit (price refers to PU)

PU: One unit (on which price is based)

PS/P. unit: 1 = minimum order quantity

PG: 12P

© Siemens AG 2017
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� Low-Voltage Power Distribution and Electrical Installation Technology on the WWW    

We regard product support to be just as important as the 
products and systems themselves. 

Visit our website for a comprehensive offering of support for 
low-voltage power distribution and electrical installation 
products, such as:
• Overview of the entire product portfolio
• Keeping up to date via newsletters, podcasts, blogs and 

Twitter
• Access to interesting videos on YouTube
• Contact with partners around the world
• Operating instructions and manuals for direct download

and much more – all conveniently and easily accessible.

www.siemens.com/lowvoltage

� Information and Download Center

You will find regularly updated informational material (such as 
catalogs and brochures) for low-voltage power distribution and 
electrical installations on the Internet at

www.siemens.com/lowvoltage/infomaterial

Here you can order your copy of the available documentation or 
download it in common file formats (PDF, ZIP).

© Siemens AG 2017
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� Product selection using the interactive catalog CA 01 

Detailed information together with user-friendly interactive 
functions

The interactive catalog CA 01 covers more than 100,000 
products, thus providing a comprehensive overview of the 
product range provided by Siemens. 

You can find everything you need here for solving automation, 
switching, installation and drive technology tasks. All information 
is provided over a user interface that is both user-friendly and 
intuitive.

After selecting the product of your choice you can order at the 
press of a button, by fax or by online link.

Information about the interactive catalog CA 01 can be found on 
the Internet at: 

www.siemens.com/automation/ca01

or on DVD.

� Industry Mall

The Industry Mall � for online information, product selection 
and ordering
• Detailed information including product data, illustrations, 

certificates and CAx data
• Simple configuring of systems
• Possible to request individualized quotations
• Availability check
• Online ordering facility
• Order tracking/order overview
• Fast access to relevant training offers and services

You can find the Industry Mall on the Internet at

www.siemens.com/industrymall

� Industry Online Support

Comprehensive support � at any time, whatever your 
location
• FAQs, sample applications, information about successor 

products and product news
• Prompt assistance with technical queries
• Discussions and best practice sharing with other users in the 

forum
• Provision of high-quality product data for your planning 

programs
• Faster access to information – with helpful filter and 

folder functions in mySupport
• Automatic notification service to keep you up to date with the 

latest information about topics of interest to you

You can find Siemens Industry Online Support on the 
Internet at

www.siemens.com/online-support

© Siemens AG 2017
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� Industry Online Support App 

Main functions at a glance
• Scanning of product codes (EAN/QR and data matrix codes) 

with direct display of all technical information on the product, 
including graphic data (CAx data). 

• Delivery of product information or entries by email, so that the 
information can immediately be processed at the workplace.

• Submission of queries to Technical Support (Support 
Requests). With photo function for transmitting detailed 
information.

• Contents and interfaces available in 6 languages 
(German, English, French, Italian, Spanish and Chinese) – 
including option of temporary switchover to English.

• Offline cache function for all favorites stored in "mySupport". 
These entries can also be retrieved without network reception.

• Import of PDF documents into a library 
(e.g. iBooks or similar). 

You can find information on the Industry Online Support App on 
the Internet at 

www.siemens.com/industry/onlinesupportapp

Apple iOS: 

Android: 



Windows: 

s

Industry Online 
Support App
iOS

Industry Online 
Support App
ANDROID

Industry Online 
Support App
WINDOWS

© Siemens AG 2017



6/8 Siemens LV 51 · 2017

Further documentation

Appendix

6

� Product configurator

Finding the right product faster
• Complete selection of products and systems based on 

technical characteristics or application requirements
• Simple, intuitive operation
• Option to save the configuration and order lists in a file format 

of your choice (txt, pdf, xls, csv)
• Direct transfer of the order list into the shopping cart of the 

Siemens Industry Mall
• Fast access to product data, diagrams, certificates and CAx 

data for the selected product and system configuration
• Available in multiple languages for use by customers 

anywhere in the world

The configurators are available online in the Siemens Industry 
Mall and offline in Catalog CA 01. 
You can find our configurators at the following website: 

www.siemens.com/lowvoltage/configurators

� CAx Download Manager

You can find the CAx Download Manager on the Internet at

www.siemens.com/lowvoltage/cax

Time savings of up to 80 % with universal product data for 
your CAE and CAD systems

The CAx Download Manager can supply you with all the 
necessary CAx file types for the products of your choice for use 
in all common CAE and CAD systems. The data contained in the 
files is continuously updated. The whole process involves only 
four selection steps and is free of charge. All your selected files 
are packed into a zip file which you can download for further use.

Siemens makes available up to 12 file types to support your 
mechanical (CAD) and electrical (CAE) planning processes for 
you to download at any time of the day.
• No manual data collection necessary
• Universal manufacturer data for all common CAE and 

CAD systems
• Standardized documentation is simple to generate
• Choice of different languages for system commissioning 

anywhere in the world

� My Documentation Manager

In "mySupport" you can compile individual documentation for 
your project by dragging and dropping

* e.g. Low Voltage Directive 2006/95/EC and EC Machinery 
Directive 2006/42/EC

You can find My Documentation Manager on the Internet at

www.siemens.com/lowvoltage/mdm

User-friendly compilation of project-specific documentation

In accordance with directives*, the documentation is part of the 
plant and requires certification, thus giving the purchaser the 
right to full plant documentation.

To support you in this, a manual configurator has been devel-
oped with which you can put together individual and standard-
compliant documentation – fully in accordance with the relevant 
project-specific requirements.

You can thus select the chapters relevant to the respective 
project from the available manuals of the installed Siemens 
components. FAQs, certificates, data sheets and your own 
content can also be incorporated. 
• Compile and structure manuals, data sheets, FAQs and 

certificates simply by dragging and dropping
• Insert personalized content via the Notes function
• Further processing possible thanks to selectable 

export formats (pdf, xml, rtf)
• After generating the documentation, automatic translation into 

the desired language is possible
• Always up-to-the minute thanks to the Update function

EPLAN Electric 
P8 Macros 

Data sheets

Certificates

Product images

Characteristic 
curves

Operating 
instructions

ManualsProduct 
master data

3D modelsConnection 
diagrams

Dimensional 
drawings

Internal circuit 
diagrams

IC
01

_0
02

65
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� Overview         

The quality management system of our "Low Voltage & Products" 
Business Unit in the "Energy Management" Division complies 
with the international EN ISO 9001 standard.

The products and systems listed in this catalog are developed 
and manufactured using a certified quality management system 
in accordance with EN ISO 9001:2008.

© Siemens AG 2017
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Catalogs
Digital Factory, Process Industries and Drives and Energy Management

Further information can be obtained from our branch offices listed at www.siemens.com/lowvoltage/contact

Interactive Catalog on DVD Catalog
Products for Automation and Drives CA 01

Building Control
GAMMA Building Control ET G1

Drive Systems
SINAMICS G130 Drive Converter Chassis Units 
SINAMICS G150 Drive Converter Cabinet Units

D 11

SINAMICS GM150, SINAMICS SM150 
Medium-Voltage Converters

D 12

SINAMICS PERFECT HARMONY GH180 
Medium-Voltage Air-Cooled Drives (Germany Edition)

D 15.1

SINAMICS G180 
Converters – Compact Units, Cabinet Systems, 
Cabinet Units Air-Cooled and Liquid-Cooled

D 18.1

SINAMICS S120 Chassis Format Units and 
Cabinet Modules 
SINAMICS S150 Converter Cabinet Units

D 21.3

SINAMICS S120 and SIMOTICS D 21.4
SINAMICS DCM DC Converter, Control Module D 23.1
SINAMICS Inverters for Single-Axis Drives and 
SIMOTICS Motors

D 31

Digital: SINAMICS G120P and SINAMICS G120P 
Cabinet pump, fan, compressor converters

D 35

LOHER VARIO High Voltage Motors 
Flameproof, Type Series 1PS4, 1PS5, 1MV4 and 1MV5
Frame Size 355 to 1000, Power Range 80 to 7100 kW

D 83.2

Three-Phase Induction Motors 
SIMOTICS HV, SIMOTICS TN

D 84.1

High Voltage Three-phase Induction Motors 
SIMOTICS HV Series A-compact PLUS

D 84.9 

Three-Phase Induction Motors SIMOTICS HV, 
Series H-compact

D 86.1

Synchronous Motors with Permanent-Magnet 
Technology, HT-direct

D 86.2

DC Motors DA 12
SIMOREG DC MASTER 6RA70 Digital Chassis 
Converters

DA 21.1

SIMOREG K 6RA22 Analog Chassis Converters DA 21.2
Digital: SIMOREG DC MASTER 6RM70 Digital 

Converter Cabinet Units
DA 22

SIMOVERT PM Modular Converter Systems DA 45
SIEMOSYN Motors DA 48
MICROMASTER 420/430/440 Inverters DA 51.2
MICROMASTER 411/COMBIMASTER 411 DA 51.3

Low-Voltage Three-Phase-Motors
SIMOTOCS S-1FG1 Servo geared motors D 41
SIMOTICS Low-Voltage Motors D 81.1
SIMOTICS FD Low-Voltage Motors D 81.8
LOHER Low-Voltage Motors D 83.1
MOTOX Geared Motors D 87.1
SIMOGEAR Geared Motors MD 50.1
SIMOGEAR Electric-monorail geared motors
Light-load and heavy-load applications

MD 50.8

SIMOGEAR Gearboxes with adapter MD 50.11

Mechanical Driving Machines
FLENDER Standard Couplings MD 10.1
FLENDER High Performance Couplings MD 10.2
FLENDER Backlash-free Couplings MD 10.3
FLENDER SIP Standard industrial planetary gear units MD 31.1

Process Instrumentation and Analytics
Digital: Field Instruments for Process Automation FI 01
Digital: Display Recorders SIREC D MP 20
Digital: SIPART Controllers and Software MP 31
Products for Weighing Technology WT 10
Process Analytical Instruments AP 01
Digital: Process Analytics, Components for Continuous 

Emission Monitoring
AP 11

Low-Voltage Power Distribution and 
Electrical Installation Technology

Catalog

SENTRON · SIVACON · ALPHA 
Protection, Switching, Measuring and Monitoring 
Devices, Switchboards and Distribution Systems

LV 10

Standards-Compliant Components for 
Photovoltaic Plants

LV 11

Electrical Components for the Railway Industry LV 12
Power Monitoring Made Simple LV 14
Components for Industrial Control Panels according 
to UL Standards

LV 16

3WT Air Circuit Breakers up to 4000 A LV 35
3VT Molded Case Circuit Breakers up to 1600 A LV 36
Digital: SIVACON System Cubicles, System Lighting 

and System Air-Conditioning
LV 50

Digital: ALPHA Distribution Systems LV 51
ALPHA FIX Terminal Blocks LV 52
SIVACON S4 Power Distribution Boards LV 56
SIVACON 8PS Busbar Trunking Systems LV 70
Digital: DELTA Switches and Socket Outlets ET D1
Vacuum Switching Technology and Components for 
Medium Voltage

HG 11.01

Motion Control
SINUMERIK 840
Equipment for Machine Tools

NC 62

SINUMERIK 808 
Equipment for Machine Tools

NC 81.1

SINUMERIK 828 
Equipment for Machine Tools

NC 82

SIMOTION 
Equipment for Production Machines

PM 21

Digital: Drive and Control Components for Cranes CR 1

Power Supply
SITOP Power supply KT 10.1

Safety Integrated
Safety Technology for Factory Automation SI 10

SIMATIC HMI / PC-based Automation
Human Machine Interface Systems/
PC-based Automation

ST 80/ 
ST PC

SIMATIC Ident
Industrial Identification Systems ID 10

SIMATIC Industrial Automation Systems
Products for Totally Integrated Automation ST 70
SIMATIC PCS 7 Process Control System 
System components

ST PCS 7

SIMATIC PCS 7 Process Control System 
Technology components

ST PCS 7 T

Add-ons for the SIMATIC PCS 7 
Process Control System

ST PCS 7 AO

SIMATIC S7-400 advanced controller ST 400

SIMATIC NET
Industrial Communication IK PI

SIRIUS Industrial Controls 
SIRIUS Industrial Controls IC 10

Digital: These catalogs are only available as a PDF.

Siemens Industry Online Support

Digital versions of the catalogs are available on the Internet at:
www.siemens.com/lowvoltage/catalogs 

© Siemens AG 2017



www.siemens.com/lowvoltage

Security information
Siemens provides products and solutions with industrial 
security functions that support the secure operation of 
plants, systems, machines and networks.

In order to protect plants, systems, machines and networks 
against cyber threats, it is necessary to implement – and 
continuously maintain – a holistic, state-of-the-art indus-
trial security concept. Siemens’ products and solutions only 
form one element of such a concept.

Customer is responsible to prevent unauthorized access to 
its plants, systems, machines and networks. Systems, 
machines and components should only be connected to the 
enterprise network or the internet if and to the extent 
necessary and with appropriate security measures (e.g. use 
of firewalls and network segmentation) in place. 

Additionally, Siemens’ guidance on appropriate security 
measures should be taken into account. For more informa-
tion about industrial security, please visit  
http://www.siemens.com/industrialsecurity. 

Siemens’ products and solutions undergo continuous 
development to make them more secure. Siemens strongly 
recommends to apply product updates as soon as available 
and to always use the latest product versions. Use of 
 product versions that are no longer supported, and failure 
to apply latest updates may increase customer’s exposure 
to cyber threats. 

To stay informed about product updates, subscribe to the 
Siemens Industrial Security RSS Feed under   
http://www.siemens.com/industrialsecurity.

Get more information
Siemens AG 
Energy Management 
Low Voltage & Products 
Postfach 10 09 53 
93009 Regensburg 
Germany

© Siemens AG 2017 
Subject to change without prior notice 
PDF (E86060-K1851-A101-A4-7600) 
KG 0817 92 En 
Produced in Germany

The information provided in this catalog contains merely general 
descriptions or characteristics of performance which in case of actual 
use do not always apply as described or which may change as a result 
of further development of the products. An obligation to provide the 
respective characteristics shall only exist if expressly agreed in the 
terms of contract. Availability and technical specifications are subject  
to change without notice.

All product designations may be trademarks or product names 
of  Siemens AG or supplier companies whose use by third parties 
for their own purposes could violate the rights of the owners.

© Siemens AG 2017
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